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The equiaxed solidiﬁcation of Al–20 wt.% Zn alloys revealed an unexpectedly large number of ﬁne grains which are in a twin, or near-
twin, relationship with their nearest neighbors when minute amounts of Cr (1000 ppm) are added to the melt. Several occurrences of
neighboring grains sharing a nearly common h110i direction with a ﬁvefold symmetry multi-twinning relationship have been found.
These ﬁndings are a very strong indication that the primary face-centered cubic Al phase forms on either icosahedron quasicrystals
or nuclei of the parent stable Al45Cr7 phase, which exhibits several ﬁvefold symmetry building blocks in its large monoclinic unit cell.
They are further supported by thermodynamic calculations and by grains sometimes exhibiting orientations compatible with the so-
called interlocked icosahedron. These results are important, not only because they provide an explanation of the nucleation of twinned
dendrites in Al alloys, a topic that has remained unclear over the past 60 years despite several recent investigations, but also because they
identify a so far neglected nucleation mechanism in aluminum alloys, which could also apply to other metallic systems.
 2013 Acta Materialia Inc. Published by Elsevier Ltd. All rights reserved.
Keywords: Quasicrystal; Nucleation; Twinned dendrites; Solidiﬁcation; Aluminum alloys1. Introduction
Twinned dendrites, also called feathery grains, have
been known for more than 60 years in direct chill (DC) cast
Al alloys. They are considered as defects (or undesirable
microstructures), due to their strongly anisotropic proper-
ties [1,2]. Using electron backscatter diﬀraction (EBSD),
Henry et al. [3–6] clearly identiﬁed the crystallographic
relationships of such growth morphologies: a feathery
grain is made of a series of alternated twinned and untwin-
ned lamellae, separated by coherent–straight and incoher-
ent–wavy twin boundaries (see Fig. 1). The coherent
{111} twin boundaries are located at the center of twinned
dendrite trunks growing along h110i directions, while sec-1359-6454/$36.00  2013 Acta Materialia Inc. Published by Elsevier Ltd. All
http://dx.doi.org/10.1016/j.actamat.2013.07.056
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E-mail address: guven.kurtuldu@epﬂ.ch (G. Kurtuldu).ondary dendrite arms on the twinned/untwinned side of
each trunk also grow generally along h110i directions
and impinge with the untwinned/twinned side arms of the
two neighbor dendrites, thus creating the incoherent wavy
twin boundaries.
Up to now, the formation of twinned dendrites was
shown to occur under speciﬁc solidiﬁcation conditions
which can be summarized as follows [6–9]: (i) poor or no
inoculation of the alloy (in order to prevent the formation
of equiaxed grains); (ii) high thermal gradient (typically
100 K cm–1) and cooling rate (typically 10 K s–1) (i.e.,
growth rate of typically 1 mm s–1); (iii) strong convection
of hot liquid (e.g. associated with pouring) insofar as it
promotes high gradient at the front, as convection induced
by stirring drastically decreases the thermal gradient in the
liquid and does not promote the formation of twinned den-
drites. It is known in industry that some aluminum alloysrights reserved.
Fig. 1. Twinned dendrites formed in a directionally solidiﬁed Al–12 wt.%
Zn alloy.
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but the role of the nature and amount of alloying elements
is still not understood. For example, Salgado-Ordorica and
Rappaz [7] could produce twinned dendrites in diﬀerent
binary Al alloys with solute elements having a low/high
stacking fault energy (Cu and Ni, respectively) or solidify-
ing with a hexagonal close packed structure (Mg and Zn),
providing the other conditions were met. Surprisingly,
these authors could not produce twinned dendrites in Al–
Zn for compositions higher than 40 wt.%, for which “reg-
ular” dendrites (i.e., untwinned) are known to grow not
along h100i directions, as do most cubic-symmetry metals,
but along directions which are closer to h110i [10,11].
Concerning convection, DC cast billets with lateral liquid
feeding exhibited twinned dendrites in regions where the
shearing rate was highest [6]. In directional solidiﬁcation
(DS), twinned dendrites did not form by stirring the melt,
but they did form if the melt was poured on the chill plate
[12]. However, the role of convection is still unclear. More
confusion has been brought recently by Li et al. [13], who
observed that the application of a static magnetic ﬁeld of
only 0.2 T, which is supposed to weaken convection,
induces the formation of twinned dendrites in Al–Fe and
Al–Zn alloys in small DC cast ingots. Finally, although
twinned dendrites have a growth advantage over regular
dendrites under the above-mentioned conditions, there is
still some uncertainty about their tip morphology
[3,12,14–18]. More important, nothing is known about
twin nucleation. It was conjectured that they are initiated
by stacking faults forming during growth, but no experi-
mental evidence was ever provided.
The present study was actually initiated with the aim of
investigating the eﬀect of minute additions of chromium on
dendritic growth in Al–20 wt.% Zn alloy. This speciﬁc com-
position was selected because it has been shown to be the
upper limit for which h100i dendrites are observed. Above
this composition, the system exhibits a dendrite orientation
transition (DOT), i.e., a gradual transition from h100i to
h110i, which has been interpreted as a modiﬁcation ofthe solid–liquid interfacial energy anisotropy [10,11,19].
In DS Al–20 wt.% Zn, we already found that minute addi-
tions of Cr (typically 200 to 1000 ppm) drastically modify
the dendrite growth direction from h100i to h110i, but
the reason in this case is less clear [20]. In order to further
examine the eﬀect of chromium additions in Al–Zn, equi-
axed solidiﬁcation (ES) was achieved under nearly uniform
temperature. The results of this work are presented in the
present paper. We show that a surprisingly large number
of twinned grains are formed in ES Al–20 wt.% Zn–0.1
wt.% Cr alloy (nearly nil convection and thermal gradient),
i.e., under conditions which contradict all previously
reported experimental ﬁndings. By detailed crystal orienta-
tion correlations, we show that twinning in this case is most
likely initiated by an icosahedral quasicrystal (iQC) phase, or
its approximant stable phase Al45Cr7. QCs exhibit a ﬁvefold
symmetry while the stable phase has a large monoclinic cell
with many ﬁvefold symmetry building blocks in its unit cell.
There is fairly strong evidence that such phases could act as a
template for the formation of the primary phase, with many
twin relationships. This mechanism sheds some new light on
the formation of twinned dendrites in DC cast Al alloys,
since iron is very often present in technical Al alloys and
Al–Fe can also form QCs [21]. Its contribution to the inocu-
lation of liquid aluminum alloys (or other face-centered cubic
(fcc) metals) should also be considered.
2. Materials and experimental procedure
Al–Zn–Cr alloys were prepared from the pure elements
(99.99 wt.% purity) in a vacuum induction furnace and
under Ar atmosphere in order to ensure complete mixing
of the components. Specimens, typically 200 mm long
and 3.9 mm in diameter, were extracted from the ingot
and inserted into a quartz tube. Remelting and solidiﬁca-
tion of the specimens were then performed in a vertical fur-
nace, with both ends covered by thick insulating wool caps,
thus ensuring nearly isothermal growth conditions. The
temperature of the furnace was initially adjusted 50 K
above the liquidus temperature of the alloy. After complete
melting, the furnace was turned oﬀ and left to cool down
slowly. The temperature evolution, recorded by a thermo-
couple, exhibits a recalescence, typical of solidiﬁcation of
a melt of nearly uniform temperature. The cooling rate of
the melt before recalescence was  –0.2 K s–1. At some
point of solidiﬁcation after recalescence, the specimen
was quenched in a water tank to observe the microstructure
at room temperature.
Longitudinal sections of the specimens were observed
using optical microscopy, scanning electron microscopy
(SEM) and EBSD analysis in order to correlate the solidi-
ﬁcation morphology and the crystallographic orientation.
For that purpose, the samples were cut transversally into
4 cm long cylinders and then longitudinal surfaces were
mirror-polished and etched with a dilute Keller solution
for a few seconds to reveal the microstructure. For EBSD
analysis, after the surface was polished with 0.25 lm
Fig. 2. Microstructure of an Al–20 wt.% Zn alloy solidiﬁed under ES
conditions, clearly showing h100i primary and secondary arms having
grown at 90.
7100 G. Kurtuldu et al. / Acta Materialia 61 (2013) 7098–7108diamond particle paste, it was electropolished with a stan-
dard A2-Struers solution (4 V for 10 s and 25 V for 2 s) to
remove the top surface layer deformed during mechanical
polishing. EBSD measurements were performed using Phil-
lips XLF-30 FEG SEM enhanced with an HKL detector.
On EBSD maps, grain boundaries were identiﬁed using a
minimum disorientation angle of 5 between adjacent pix-
els. Chemical composition analyses were performed using
SEM coupled with energy-dispersive X-ray spectroscopy.
3. Results
3.1. A large twin dendrite in an Al–Zn–Cr specimen solidiﬁed
under equiaxed conditions
In order to verify that the eﬀect seen on the microstructure
was indeed due to the 0.1wt.% Cr, experiments with and
without chromium additions were made. As a reference case,
Fig. 2 shows the microstructure of an Al–20 wt.% Zn alloy
solidiﬁed under nearly isothermal conditions. As can be seen,
the primary and secondary dendrite arms have grown at 90
in this section, which incidentally nearly coincides with a
{001} plane of the specimen. It was veriﬁed that these arms
correspond to h100i directions, i.e., to the expected growth
directions of fcc metals and of aluminum–zinc alloys below
25 wt.% concentration [10].
Adding now 0.1 wt.% Cr to an Al–20 wt.% Zn specimen
solidiﬁed under identical thermal conditions produces the
microstructure shown in Fig. 3a. In this longitudinal sec-
tion, the specimen is made of two diﬀerent microstructures:
most of the section exhibits well-oriented long dendrites,
while both ends show small equiaxed-globular dendrites,
with ill-deﬁned growth directions.1 These two microstruc-
tures are enlarged in Fig. 3b and c. We ﬁrst focus on the
longer grain for which the dendrite growth directions can
be identiﬁed and compared with those of Fig. 2.
From the impingement of some of the dendrite arms in
Fig. 3b, it can be inferred that the large grain seems to have
grown from left to right until it was stopped by the small
equiaxed grains on the right of Fig. 3a. The growth within
this grain has proceeded with an alternation of two main
dendrite growth directions making an angle of 60 in this
plane. A few arms visible on the left of Fig. 3b have grown
in the direction perpendicular to the axis of the cylindrical
specimen in this section and also make an angle of 60 with
the former two, more frequent, directions. The average sec-
ondary arm spacing of these dendrites is 85 lm, in good
agreement with calculated value for the given cooling rate.
Therefore, at ﬁrst sight, this long grain is made of h110i1 Similar equiaxed grains were observed in specimens solidiﬁed without
chromium, but with a larger grain size. Although their formation
mechanisms were not explored further, they could result from some
dendrite fragmentation/detachment and then ﬂoatation or sedimentation
(the density of the solid close to the liquidus temperature is actually very
close to that of the liquid for an Al–20 wt.% Zn, due to the partitioning of
the heavy zinc solute elements).dendrite arms seen in a {111} plane, the axis of the cylin-
drical specimen being close to a h112i direction of this
grain. This observation, which already is surprising (com-
pare Figs. 2 and 3b), would conﬁrm the eﬀect of small Cr
additions seen in Bridgman experiments [20], i.e., a switch
of the dendrite growth direction from h100i to h110i.
However, as shown hereafter, these h110i dendrites are
twinned in the present case, which is even more surprising.
The crystallographic orientation of this long dendrite was
measured by EBSD in the rectangular domain of the section
shown in Fig. 3a. The reconstructed orientation map of this
region is superimposed on the actual micrograph in Fig. 3d.
The violet and green colors correspond to the three Euler
angles. The corresponding h110i pole ﬁgure in Fig. 3e con-
ﬁrms the observations made on the metallographic sections
of Fig. 3b: three h110i directions are located on the circle
of the stereographic projection (highlighted by small circles)
and correspond to the dendrite growth directions seen in
Fig. 3b. Thus, the section corresponds indeed to a {111}
plane as shown in Fig. 3f, where one h111i direction sur-
rounded by a small circle is almost at the center of the stereo-
graphic projection. However, the other three h110i
directions located near the center of the stereographic projec-
tion are in fact doubled and are in a twin relationship. The
three green points corresponding to the green region in
Fig. 3d are in a symmetric relationship with the violet
h110i directions corresponding to the violet zone of
Fig. 3d, when we consider the {111} twin plane.
This twin relationship can also be seen in the h111i pole
ﬁgure, where the three non-common h111i directions have
symmetric relationship with respect to the {111} twin
plane. The fact that both orientations of the twinned and
untwinned parts can be seen in the same section is due to
the fact that the section is not exactly parallel to the
{111} plane. Indeed, in the top and bottom parts of the
EBSD map, one has predominantly one of the two colors.
In order to fully elucidate this twinned morphology, a
section perpendicular to that of Fig. 3 was made. Fig. 4a
Fig. 3. (a) Microstructure of Al–20 wt.% Zn–0.1 wt.% Cr alloy solidiﬁed under the same conditions as the specimen shown in Fig. 2. (b) Enlarged view of
the large dendritic grain seen in (a), showing primary and secondary arms having grown at 60. (c) Enlarged view of the equiaxed region shown in (a). (d)
Secondary electron SEM image of the section indicated by the red rectangle in (a) and EBSD map with the corresponding (e) h110i and (f) h111i pole
ﬁgures. In these pole ﬁgures, the normal to the specimen surface is at the center, and one h111i direction is very close to the center (small circle in the h111i
pole ﬁgure). The h110i growth directions of the dendrite arms are also circled in the h110i pole ﬁgure.
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common {111} plane. The straight coherent twin plane sep-
arating the twinned and untwinned parts of the dendrite can
be discerned by the gray contrast of this SEM image. In
Fig. 4b, a false-color EBSD map shows these two parts in
blue and pink, while a few equiaxed grains near the twinned
dendrite appear in brown and bright blue. The h110i and
h111i pole ﬁgures of Fig. 4c and d, corresponding to the
twinned dendrite only, demonstrate the twin relationship with
a common {111} twin plane and three common h110i den-
drite growth directions (again circled in this ﬁgure).
It is known that twinned dendrites have a growth advan-
tage over regular dendrites, i.e. the undercooling of the
twinned dendrite tip is smaller than that of regular colum-
nar dendrites [22]. Formation of such a long twinned den-
drite (Fig. 3a) in our alloy indicates a growth advantage
over the nucleation of equiaxed grains. Another example
of a long twinned dendrite embedded in an otherwise equi-
axed grain structure is provided in Fig. 2 of Ref. [23] for a
grain-reﬁned Al–Mg alloy.
3.2. Fine equiaxed grain structure exhibiting many twin
relationships
Fig. 5a shows a longitudinal section of the microstruc-
ture of another Al–20 wt.% Zn–0.1 wt.% Cr alloy solidiﬁed
under the same ES conditions. In Fig. 5b, the EBSDrelative Euler orientation map clearly reveals that this
microstructure is made of ﬁne equiaxed grains of
100 lm in diameter, even though, like the other specimen,
it was not inoculated with TiB2. Four pairs of grains,
labeled 1 to 4, are identiﬁed in this reconstructed map.
Their h110i and h111i pole ﬁgures are shown in Fig. 5c–
f. As can be seen in Fig. 5c and d, there is an exact twin
relationship between grains 1A and 1B and between grains
2A and 2B. In both situations, the two pairs of grains share
one common h111i direction and three common h110i
directions (circled in these pole ﬁgures). The other non-
common h110i and h111i directions are in a symmetric
relationship with respect to the common {111} twin plane
(deﬁned by an arc of a circle). The pole ﬁgures of Fig. 5e
and f, corresponding to the pairs of grains 3A and 3B
and 4A and 4B, present a crystallographic relationship
close to a twin relationship that will be called hereafter
“near-twin”. As can be seen, one h111i direction and two
h110i directions of these pairs of grains are nearly coincid-
ing (simple circles), but the nearly common {111} planes
are slightly rotated around a third common h110i direction
(double circle in these pole ﬁgures). Taking into account
this small rotation, the other directions are in a nearly sym-
metric relationship with respect to the nearly common
{111} plane. In other words, the near-twin relationship
can be decomposed into: (i) a twin symmetric relationship
with respect to a common {111} plane; (ii) a small rotation
Fig. 4. (a) SEM image of a twinned dendrite in an ES Al–20 wt.% Zn–0.1
wt.% Cr alloy, with the {111} twin plane now perpendicular to the ﬁgure.
(b) EBSD relative Euler orientation map of the region in (a). (c) h110i and
(d) h111i pole ﬁgures of the twinned lamellae. In these pole ﬁgures, the
common h110i and h111i directions are circled.
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should be noticed that twinned and near-twinned pairs of
grains are adjacent to each other and present reentrant cor-
ners at their triple lines with the surrounding quenched liquid.
Since pairs of equiaxed twinned grains were found in
Al–20 wt.% Zn–0.1 wt.% Cr, a detailed investigation was
carried out to determine the density of twins of adjacent
grains in this alloy. For that purpose, an extensive EBSD
analysis was performed for an area of 2 mm  20 mm,
using a 10 lm step size. A part of the EBSD map is shown
in Fig. 6. The 2468 grains present in the reconstructed map
exhibit 6422 grain boundaries. We then deﬁned the “twin-
relationship tolerance” of two neighboring grains as: (i) the
maximum acceptable deviation of one of their nearly com-
mon h111i directions; (ii) the maximum acceptable devia-
tion of one of their nearly common h110i directions.
Setting this twin-relationship tolerance to 5, we have
found that 150 out of the 6422 boundaries are in twin rela-
tionship, i.e., a frequency of 2.3%. These boundaries are
highlighted with white segments in Fig. 6. Taking a random
orientation of a grain with respect to a reference grain, the
probability to be in a twin relationship within the 5 toler-
ance can be calculated according to Ref. [24]: it is equal to
0.3%, i.e., an order-of-magnitude less than the value found
experimentally.2 This clearly proves that the occurrence2 Deﬁning a conﬁdence interval of 99%, we ﬁnd that the value of 2.3%
has an error of ±0.5%.frequency of twin boundaries in ES Al–20 wt.% Zn–0.1
wt.% Cr alloys is not due to random nucleation. And it
concerns only nearest-neighbor grains, since we did not
try to establish twin or nearly twin relations with second-
or third-nearest neighbors. It should also be noted that
there are several grains in the specimen having multiple
twin relationships, which have even much lower probability
of occurrence for a population of randomly nucleated
grains. These speciﬁc cases are analyzed in detail later.
When the twin-relationship tolerance is set to 5. for the
identiﬁcation of twin boundaries, the near-twinned grains
shown in Fig. 5e and f (rotation of 7–8 of the h111i
direction along a common h110i direction) are not
included in the statistics calculated before. However, in
the present study, they are considered to be of particular
signiﬁcance for understanding the formation mechanism
of twins in Al alloys. Indeed, a 7–8 rotation of {111}
planes along a common h110i direction is the angular
opening of the gap that forms when a ring of ﬁve regular
tetrahedra sharing an edge is formed, as illustrated in
Fig. 7a.
Regular tetrahedra in an fcc crystal have four {111} tri-
angular facets and six h110i edges. Two adjacent tetrahe-
dra (except the ﬁrst and the last ones in this ﬁgure) have
a perfect twin relationship with a common {111} twin
plane, and all the ﬁve crystals rotate around a common
h110i direction. However, because the angle between two
{111} planes is 70.53, just short of the 72 required for
a perfect ﬁt into a pentagonal dipyramid, there is a 7.35
gap between the closest {111} planes of the ﬁrst and the
last tetrahedra of Fig. 7. This situation closely corresponds
to the near-twin relationship observed for the pairs of
grains 3 and 4 in Fig. 5e and f, respectively: a h110i direc-
tion and two {111} planes rotated by 7–8.
The ﬁvefold symmetry of the pentagonal dipyramid
being essentially the same in the icosahedron which is the
basis of QCs mainly observed in Al alloys, it appears rea-
sonable to question whether the twinned or near-twinned
equiaxed grains observed in Al–20 wt.% Zn–0.1 wt.% Cr
form on QCs or a crystalline phase exhibiting ﬁvefold sym-
metry building blocks. More precisely, the a-phase would
form from the facets of the icosahedron shown in Fig. 7,
with the {111} planes and h110i directions corresponding
to facets and edges of the tetrahedra, respectively. This
hypothesis is further substantiated in the next section, after
presenting brieﬂy the literature related to QCs.
4. Discussion
4.1. Icosahedral quasicrystal (iQC) phase
While discussing the large undercoolings of pure metals
measured by Turnbull [25], Frank [26] already proposed an
icosahedral short range order (ISRO) of atoms in liquid
metals. About 30 years after this hypothesis was put
forward, the ﬁrst QC, a solid atomic arrangement with
rotational symmetry of the icosahedral point group and
Fig. 5. (a) Microstructure of an Al–20 wt.% Zn–0.1 wt.% Cr alloy solidiﬁed under ES conditions. (b) EBSD relative Euler orientation map of the
microstructure shown in (a). The corresponding h110i and h111i pole ﬁgures of pairs of grains numbered 1 to 4 are shown below: (c) 1A and 1B, (d) 2A
and 2B, (e) 3A and 3B and (f) 4A and 4B. The common h110i and h111i directions corresponding to exact or slightly rotated {111} twin planes are
highlighted with a circle, while the common h110i direction for near-twins are double circled.
Fig. 6. EBSD relative Euler angle map of an ES Al–20 wt.% Zn–0.1 wt.% Cr alloy. White lines at grain boundaries indicate twinning relationship between
the adjacent grains.
Fig. 7. (a) A ring of ﬁve tetrahedra sharing an edge forms almost a
pentagonal dipyramid, but leaves a gap with an angle of 7.35. (b)
Construction of an icosahedron from 20 regular twinned tetrahedra.
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Shechtman et al. [27] in rapidly quenched Al–Mn alloy.
While the concept of ISRO has been conﬁrmed by molec-
ular dynamics simulations [28,29], experimental indications
of ISRO have recently been obtained by neutron diﬀraction
[30,31] and by X-ray scattering [32] studies of undercooled
metallic liquids. In experimental studies of Ti–Zr–Ni alloy,
it was also demonstrated that ISRO acts as a template in
the liquid and promotes the nucleation of metastable iQCs
[33].
iQCs have been found mostly in Al–transition metal
alloy systems [34]. They are generally metastable in binary
Al alloys and form under rapid solidiﬁcation conditions,
but there are some ternary alloys such as Al–Pd–Mn [35],
Al–Fe–Cu [36] and Al–Cu–Li [37] that are more stable than
the competing crystalline phase and can be produced underequilibrium solidiﬁcation conditions. While QCs generally
nucleate homogeneously from the liquid, they also occur
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stainless steel [34]. Several metastable QCs have been
observed in binary Al–X 3d transition alloys, where
X = V, Cr, Mn, Fe, Co and Ni [21].
QCs generally exist together with crystalline and amor-
phous phases. They can in fact contribute signiﬁcantly to
their formation by acting as nucleation sites with some
mutual crystallographic relationships [38]. In rapidly solid-
iﬁed and subsequently annealed Al–Cr alloys, Zhang et al.
[39] reported that the [101] direction of the monoclinic
Al45Cr7 phase is parallel to the ﬁvefold axis of the icosahe-
dral phase and found multiple twinning of Al45Cr7 around
this axis. In as-quenched Al alloys, iQCs are frequently sur-
rounded by the a-Al matrix. Crystals have various orienta-
tion relationships with QCs in order to form low energy
interfaces by matching close packed planes. Guo et al.
[40] have found three diﬀerent orientation relationships
and the existence of a coherent interface boundary between
the icosahedral phase and the Al matrix in Al–Mn–Cr–Si
alloy. Koskenmaki et al. [41] have observed twinned a-Al
crystals forming an overall QC symmetry in a melt spun
Al–Mn–Si alloy. Lu¨scher et al. [42] have also observed ﬁve-
fold twinning of vapor deposited Al domains on the iQC
Al–Pd–Mn surface.
4.2. More evidence of nucleation of twinned primary phase
grains on a QC phase
The similarity between the orientation relationships of
twinned or near-twinned grains found in Al–Zn–Cr
(Fig. 5) and the packed ﬁve tetrahedra of a pentagonal
dipyramid (Fig. 7a) motivated us to further investigate
such specimens and ﬁnd out if ﬁve mutually twinned crys-
tals around a common h110i direction could exist.Fig. 8. (a) EBSD map of ﬁve grains in ES Al–20 wt.% Zn–0.1 wt.% Cr sh
demonstrated by the h110i-pole ﬁgures shown in (b–f). A global h110i-pole ﬁgu
schematically drawn pole ﬁgure shown in (h) with the same color code. The cFig. 8a shows the EBSD reconstructed map of ﬁve
grains, numbered 1 to 5, having twin or near-twin relation-
ships with each other. Their mutual twin orientations are
shown in ﬁve separate h110i pole ﬁgures (Fig. 8b–f), with
in each case an arc of a circle corresponding to their nearly
common {111} plane. The color code used to draw the
pole ﬁgures is the same as that used in the reconstructed
microstructure. As can be seen, twin or near-twin relation-
ships exist between grains 1 and 2 (b), 2 and 3 (c), 3 and 4
(d), 4 and 5 (e), and ﬁnally 5 and 1 (f). The assemblage of
the ﬁve experimental pole ﬁgures is shown in Fig. 8g and to
help the reader, schematic orientation relationships
between adjacent grains have been drawn in Fig. 8h with
the same color code. All crystals are rotated around a com-
mon h110i direction (circles in g) and thus seem to have
nucleated from a template possessing a ﬁvefold rotational
symmetry, such as that of an iQC.
As can be seen in Fig. 8, each grain exhibits fairly large
misorientations (as measured by the spread of each EBSD
orientation), in particular the red grain 2 which is the larg-
est. This makes the ﬁvefold symmetry not as perfect as
could be expected. However, it should ﬁrst be kept in mind
that the assemblage of 20 tetrahedra into a single icosahe-
dron overall exhibits larger misorientations as compared
with the 7.35 of a pentagonal dipyramid (see Fig. 7b). Sec-
ondly, it is well known that misorientations due to solute
segregation during solidiﬁcation or strains induced during
cooling can occur.
Another example of ﬁvefold twinned or near-twinned
crystallography relationship between several grains is pro-
vided in Fig. 9, where the mean orientation of each grain
in this case has been plotted. The h111i-pole ﬁgure shown
in Fig. 9c clearly reveals the conﬁguration of the ﬁve pairs
of common {111} twin planes of the ﬁve grains, and of theowing a ﬁvefold twin symmetry relationship between pairs of grains, as
re is shown in (g) whereas twin relationships can be seen more easily on the
ommon {111} planes are displayed in each pole ﬁgure by arcs of circle.
Fig. 9. (a) EBSD map of Al–Zn–Cr alloy showing ﬁvefold twinned crystals and corresponding (b) h110i- and (c) h111i-pole ﬁgures. Common and close
directions are circled on pole ﬁgures. The common {111} planes are shown by arcs of circle in (b).
3 The composition of this Al-rich intermetallic phase is also described as
Al13Cr2 and Al7Cr.
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tion symmetry around the (essentially) common h110i
direction (circled in Fig. 9b).
Even more interesting is the case shown in Fig. 10a,
where four grains, labeled 1 to 4, have been enlarged from
the large EBSD map shown in Fig. 6. Their h110i, h111i
and h211i pole ﬁgures are given in Fig. 10b, c and d,
respectively. As can be seen from these pole ﬁgures, the
grain pairs (1–2) and (3–4) are in a twin relationship, and
their boundaries have been highlighted in light blue in
Fig. 10a. The common h110i- and h111i-directions of
these two pairs are circled in Fig. 10b and c, while an arc
of circle identiﬁes their common {111} plane. But twinning
is not the only relationship existing between these four
grains: indeed, the two pairs of grains (1–2) and (3–4) share
a common h211i direction (circled in Fig. 10d) and their
crystallographic conﬁgurations are simply rotated by 63
around this direction. Furthermore, grains 1 (violet) and
4 (blue) share one common h110i direction (circled in
green in the pole ﬁgure, 10b), while grains 2 (green) and
3 (purple) share another h110i direction (circled in red in
the same pole ﬁgure).
The very speciﬁc crystallographic relationships between
these four grains can be understood if one considers the
four triangular facets labeled 1–4 of the interlocked icosa-
hedron shown in Fig. 10e. Assuming again to have epitax-
ial growth of the a-phase on the facets of this interlocked
icosahedron, i.e., the {111} planes and h110i directions
of the a-phase coincide with the facets and edges of the tet-
rahedra, one sees that: (i) tetrahedra 1 and 2, as well as 3
and 4, are in a twin relationship; (ii) tetrahedra 2 and 3
share a common h110i edge (in red); (iii) tetrahedra 1
and 4 have two parallel h110i edges (in green); (iv) all four
tetrahedra have one parallel h211i direction, pointing out-
ward of the interlocked icosahedron through the middle of
one of their h110i edges (labeled with a small dot symbol).
In summary, there is fairly clear evidence that an inter-
locked icosahedron must act as a template for the early
nucleation stage of the four fcc a-grains in Fig. 10a.
4.3. Thermodynamic and ﬁnal arguments
All the experimental results presented so far strongly
suggest that a ﬁvefold symmetry iQC and/or an equivalentphase with ﬁvefold symmetry building blocks play a role in
the nucleation of the primary a-phase in Al–20 wt.%Zn–0.1
wt.% Cr. The isothermal section at 635 C of the Al–Zn–Cr
ternary phase diagram predicted by ThermoCalc near the
Al-rich corner further consolidates these results. As can
be seen in Fig. 11a, the composition of our alloy (red
dot) falls within the liquid-Al45Cr7
3 two-phase region at
this temperature, before the fcc phase forms. This interme-
tallic phase has a monoclinic structure, with a very large
unit cell containing 14 Cr and 90 Al atoms [43,44]
(Fig. 11b). Several icosahedral building blocks formed by
a Cr atom at the center of 12 Al atoms (Al or Zn) at the
vertices can be seen. These icosahedral building blocks
are linked together by sharing a vertex, an edge or a face,
or by interlocking (see Fig. 10e). The mean interatomic dis-
tance between Al atoms, which mainly constitute the outer
shell of the icosahedra, is 2.85 A˚ [43]. It should be noted
that this value is very close to the interatomic distance
between Al atoms in {111} planes of the fcc phase.
Although there has been no study on QC formation in
Al–Zn–Cr alloys, Al–Cr is one of the ﬁrst binary systems
in which QCs were observed [27]. Al and Cr have the
appropriate atomic radii to be arranged in the icosahedral
conﬁguration and besides Al45Cr7, other Al-rich interme-
tallic compounds formed by peritectic reactions, Al11Cr2
and Al4Cr, have also icosahedral atomic arrangements in
their unit cell [45]. These complex intermetallics formed
under equilibrium conditions can coexist together with
iQCs in rapidly solidiﬁed Al–Cr alloys when there is insuf-
ﬁcient time for long range ordering [21,39,46]. Also in Al–
Zn–Cr alloys, an intermetallics phase, Zn13(CrxAl1-x)27
(x = 0.34–0.37), has been recently reported which has
icosahedral building blocks in its rhombohedral structure
[47]. Therefore, the existence of the complex Al45Cr7 and
Zn13(CrxAl1-x)27 (x = 0.34–0.37) intermetallic phases at
equilibrium is also an indication of the tendency to form
icosahedral ordering in Al–20%Zn–0.1%Cr alloy.
As already discussed, iQC is a metastable phase between
the liquid and the stable crystalline phase, which can nucle-
ate and grow if the cooling rate is small enough to allow its
Fig. 10. (a) EBSD map reconstructed with the Euler angles of four isolated crystals of Fig. 6. Light blue boundaries highlight the presence of a twin
relationship. The h110i, h111i and h211i pole ﬁgures of these grains are shown in (b), (c) and (d), respectively. Common {111} planes between grains 1–2
and 3–4 are shown by an arc of a circle on the pole ﬁgures. The common h211i to all four grains is circled in (d). (e) Schematics of an interlocked
icosahedron showing the four facets 1–4 on which {111} planes of the four Al grains seen in (a) can form to explain their orientation relationship. The
common edge between 2 and 3 (in red) and common parallel edge between 1 and 4 (in green) correspond to the common h110i directions in the pole ﬁgure
(b) circled with the same color.
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equilibrium phase [27]. After nucleation of the icosahedral
phase, crystalline phase starts to form by preserving the
orientational order of the underlying icosahedral symme-
try, as suggested by Bendersky et al. [48] and Srivastava
and Ranganathan [49]. The mechanism by which the a-
phase then forms on such iQC with multiple twins is sche-
matically shown in Fig. 12 for a simple two-dimensional
situation. It assumes that the initial formation of the iQC
nucleus in the undercooled liquid is followed by the “nucle-
ation”, or growth, of a-Al crystals on the facets of the iQC
with corresponding crystallographic relationships. In other
words, the iQC acts as a template for the formation of
many fcc grains having then twin or near-twin relationships
between them.
The icosahedral phase cannot grow over long distances
and generally exists as small clusters with a high surface-to-
volume ratio. During growth, there are two possible sites to
build the next layer: (i) icosahedral sites located above the
edges of the icosahedron, i.e., along h110i directions of the
tetrahedra making the icosahedron; (ii) closed-packed sites
located above the center of each triangular face of the
icosahedron. Icosahedral sites should be preferred to cover
a large surface and to preserve the icosahedral symmetry,
but are energetically unfavorable due to their position
[50]. If close packed sites are occupied with atoms during
the growth, a transition from icosahedral to fcc structures
will occur [51]. The a-Al phase then grows with an orienta-
tion given by that of the icosahedron, i.e., the external fac-
ets and edges of the icosahedron correspond to {111}planes and h110i directions, respectively, with twin or
near-twin relationships in between each fcc grain. There
is an energy balance between the twin boundary energy,
the solid–liquid interfacial energy and the elastic strain
involved to compensate for the closure default of the icosa-
hedron. This situation share then some similarities with
multi-twinned nano-particles of Au and Ag studied in the
1960s [52,53]. When the multi-twinned grain reaches a cer-
tain radius, the solid–liquid interface destabilizes and can
lead to the formation of twinned dendrites. Since the Al–
Cr system is peritectic, the icosahedral phase may trans-
form into the stable a-Al phase once the temperature falls
below the peritectic temperature.
Another supportive point of the proposed mechanism,
which implies the presence of an icosahedral phase during
the nucleation stage of twinned a-Al crystals, is the paral-
lelism between the formation conditions of QCs and
twinned dendrites. Although some QCs might form under
fairly low cooling rate, their formation probability
increases with the cooling rate (typically above 100 K s–1)
[54]. This is also the case for the formation of twinned
dendrites.
5. Conclusion
For the ﬁrst time, the formation of twinned dendrites
under equiaxed solidiﬁcation conditions, without inocula-
tion and with limited convection, has been observed in
Al–20 wt.% Zn–0.1 wt.% Cr. This could deﬁnitely be attrib-
uted to the addition of a few chromium atoms. Besides the
Fig. 11. (a) 635 C isothermal section of the Al–Zn–Cr ternary phase diagram calculated with ThermoCalc, near the Al-rich corner. The composition of
the alloy (20 wt.% Zn–0.1 wt.% Cr shown with a red dot indicates that the ﬁrst phase to form is the Al13Cr2 intermetallics and not the a-Al phase. (b)
Crystal structure of Al45Cr7 drawn with the atomic coordinates of Ref. [43]. While Al atoms are shown in blue, Cr atoms at the center of icosahedral
clusters are shown in red. (For interpretation of the references to color in this ﬁgure legend, the reader is referred to the web version of this article.)
Fig. 12. Schematic diagram of the possible mechanism leading to the formation of a-Al multiple twinned grains from an existing icosahedral phase in the
liquid. While light blue represents the icosahedral phase, deep blue shows the crystalline fcc phase. (For interpretation of the references to color in this
ﬁgure legend, the reader is referred to the web version of this article.)
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shown that minute Cr additions drastically reﬁne the grain
size of this alloy and furthermore induce an abnormal
number of twin or near-twin relationships between near-
est-neighbor grains. This is already fairly puzzling since
Al is known to have a fairly high stacking fault energy
compared to that of other metals. Besides twinning, pairs
of grains sometimes show near-twin relationships with a
rotation of the near-common {111} plane by 7 around
a common h110i axis. Several sets of grains are shown to
have orientation relationships compatible with the icosahe-
dron or interlocked icosahedron geometry.
All these ﬁndings are fairly strong evidences that a ﬁve-
fold symmetry template similar to that of iQC promotes
the formation of the fcc phase, even though no icosahedral
or Al45Cr7 phase was observed in the present study. This
novel “nucleation” mechanism (but is it nucleation? or
should we rather talk about heteroepitaxial growth on a
template?) is further supported by several considerations:
(i) icosahedral short range order in undercooled metallic
liquids is proven; (ii) icosahedral solid clusters in Al–Zn–Cr melts tend to form due to the presence of stable phases
such as Al45Cr7 and Zn13(CrxAl1-x)27 (x = 0.34–0.37) in
this system, which have icosahedral building blocks in their
unit cells; (iii) there are many examples in the literature for
the growth of multiple twins of intermetallics from an ico-
sahedral phase and the same can well be possible for the
multiple twin formation of stable a-Al crystals; (iv) the
conditions under which iQCs form are quite similar to
those favoring the appearance of twinned dendrites in
industrial Al alloys (high cooling rate, presence of Fe impu-
rities which are inherent to aluminum and can favor QC
formation).
Nucleation of a-Al crystals on pre-existing icosahedral
solid clusters in the liquid provides an explanation for the
nucleation of twinned dendrites in Al alloys. But even more
important, it indicates that the addition of minute elements
favoring the formation of an icosahedral phase could bring
a signiﬁcant contribution to nucleation phenomena, and
explain why current rationales do not predict the detail
of grain reﬁnement of the diﬀerent aluminum alloys, even
when constitutional undercooling has been carefully
7108 G. Kurtuldu et al. / Acta Materialia 61 (2013) 7098–7108accounted for. This has been shown to be the case of Al–20
wt.%Zn when 0.1 wt.% Cr is added, but it is highly proba-
ble that the same mechanism could operate for other metal-
lic alloys.
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